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The setting of such valves shall be
carefully checked at each inspection
and adjusted if necessary.

§121.63 Guards in dangerous places.

Inspectors shall examine all places
where there is a possibility of a person
being caught in machinery to see that
they are provided with substantial
guards over such mechanisms as
gearings and couplings, flywheels or
generators, refrigerating machinery,
etc.

§121.64 Unfired pressure vessels.

(a) Unfired pressure vessels in service
which are fitted with manholes or
other inspection openings so that they
can be satisfactorily examined inter-
nally, shall be opened biennially and
thoroughly examined internally and
externally.

(b) Unfired pressure vessels which
have neither manholes nor inspection
openings and cannot be satisfactorily
examined shall be tested biennially to
a hydrostatic test of one and one-
fourth times the maximum allowable
working pressure.

(c) Unfired pressure vessels shall be
protected by a relief valve set to re-
lieve at a pressure not exceeding that
for which the vessel is designed, and of
sufficient relieving capacity to prevent
a pressure increase exceeding 10 per-
cent above the maximum allowable
pressure. In no case shall the diameter
of the relief valve be less than one-half
inch.

(d) At each inspection period the in-
spector shall check the setting of the
relief valves and make any adjust-
ments that may be necessary to keep
the pressure vessel within the maxi-
mum allowable pressure.

(e) As used in this part, ‘“‘unfired
pressure vessel’”” means a tank contain-
ing gas, vapor, or liquid, or a combina-
tion thereof, under pressure and not ex-
posed to the products of combustion.

§121.65 Notice to the Marine Safety
Unit of vessel on dock; alterations.

(a) Whenever any vessel under the su-
pervision of the Marine Safety Unit is
placed upon the dock for repairs it
shall be the duty of the owner or re-
sponsible official to report same to the
Marine Safety Unit so that a thorough

§121.68

inspection may be made to determine
what is necessary to make such vessel
seaworthy. No repairs or alterations af-
fecting the safety of the vessel, either
in regard to hull or machinery, shall be
made without the knowledge and au-
thority of the Marine Safety Unit. No-
tice of such repairs and alterations is
necessary even if such work does not
require the vessel to be placed in a dry-
dock.

(b) When a repair or alteration or-
dered by the Marine Safety Unit has
been completed the same shall be re-
ported to the Marine Safety Unit in
writing by the owner or responsible of-
ficial.

[54 FR 37328, Sept. 8, 1989]

§121.66 Whistles.

Every inspected vessel under the su-
pervision of the Marine Safety Unit
shall be provided with an efficient
whistle suitable for sounding the nec-
essary whistle signals. Means shall be
provided to operate the whistle from a
position adjacent to the main steering
station and from the remote steering
station where such steering station is
fitted. Details of the whistle operating
devices shall meet the requirements of
46 CFR chapter |, subchapter J (Elec-
trical Engineering).

[54 FR 37328, Sept. 8, 1989]

§121.67 Fog bells.

Inspected vessels 12 meters in length
or greater, under the supervision of the
Marine Safety Unit, shall be provided
with an efficient fog bell. The bell, of
corrosion resistant material, shall
produce a clear tone at a sound pres-
sure level of not less than 110 decibels
at a distance of 1 meter. The diameter
of the mouth of the bell shall not be
less than 300mm for vessels of 20 me-
ters or more in length, and shall be not
less than 200mm for vessels of 12 me-
ters to 20 meters in length. The mass of
the striker shall not be less than 3 per-
cent of the mass of the bell.

[54 FR 37329, Sept. 8, 1989]

§121.68 Engine signals; voice tubes.

Inspected vessels using bell signals
between the pilot house and engine
room shall have a tube, of proper size,
so arranged as to return the sound of
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